
HS-100A Technical Data Sheet



Pitch: 50.8mm

Minimum Width: 150mm

Open Area: 0%

Approved: FDA

Rod: Ø 5.8mm

Flight: Yes

Side Guard: Yes

Curve: No

Data

Belt Material

Belt Strength Temperature Belt Weight

Straight
Curve ℃ (min.) ℃ (max.) (Kg /M 2 )

Kg/M(BW) N/M(BW)

Polypropylene 1340 13400 -- 1 100 9.0

Polyethylene 1280 12800 -- -60 60 9.2

Acetal 1770 17700 -- -40 80 12.8

Nylon 1520 15200 -- 1 180 11.3

BW – Belt Width

Color Table
Polypropylene Polyethylene Acetal Nylon

W G N DB B W G N DB B W G N DB B W G N DB B

● ● ● ● ● ●

W-White, G-Gray, N-Nature, DB-Dark brown, B-Blue

Friction Table

Belt Material
Friction Wear strips & Products

UHMW HDPE Steel Glass SUS Plastic Cardboard Aluminum

Polypropylene 0.32 0.24 0.15 0.09 0.13 0.08 0.15 0.25

Polyethylene 0.13 0.11 0.26 0.19 0.31 0.16 0.21 0.41

Acetal 0.11 0.09 0.27 0.16 0.26 0.15 0.19 0.28

Nylon 0.18 0.13 0.25 0.16 0.26 0.16 0.19 0.27

SUS – Stainless Steel

Equivalent type with other Brand
Brand Name Intralox UNI Rexnord MCC Habasit KVP

Series & Type

200 OPB 6390 2000 H5000 620

800 L-SNB 2010 M5100

850 MPB 2000

The above content is only for reference.



Conveyor Frame Dimensions Unit : mm

No. Teeth A ( Min.) B ( Min.) C ( Max.) D ( Min.) T

6 37.9 55.9 33.9 250

16

8 56 74 52 250

9 63.5 81.5 59.5 250

10 73 91 69 250

12 88.4 106.4 84.4 300

16 122 140 118 300

Sprocket Dimensions Unit: mm

No. Teeth PD S D H K

6 91.8 38.5/40.5 25.5/30.5/35.5/45.5 30 8X8

8 128 38.5/40.5 25.5/30.5/35.5/40.5/44.5 37 7X7

9 143 38.5/40.5 32.5/45.5/51 35 8X8

10 162 38.5/40.5/50.5/60.5 25.5/30.5/35.5/40.5/45.5 35 8X8

12 192.8 38.5/40.5/60.5 45.5/47.5 37 8X8

16 260 38.5/60.5/63.5 -- 46 --



HS-100A-HD Technical Data Sheet



Pitch: 50.8mm

Minimum Width: 150mm

Open Area: 0%

Approved: FDA

Rod: Ø 8mm

Flight: Yes

Side Guard: Yes

Curve: No

Data

Belt Material

Belt Strength Temperature Belt Weight

Straight
Curve ℃ (min.) ℃ (max.) (Kg /M 2 )

Kg/M(BW) N/M(BW)

Polypropylene 1340 13400 -- 1 100 9.3

Polyethylene 1280 12800 -- -60 60 9.8

Acetal 1770 17700 -- -40 80 14.0

Nylon 1520 15200 -- 1 180 12.6

BW – Belt Width

Color Table

Polypropylene Polyethylene Acetal Nylon

W G N DB B W G N DB B W G N DB B W G N DB B

● ● ● ● ● ●

W-White, G-Gray, N-Nature, DB-Dark brown, B-Blue

Friction Table

Belt Material
Friction Wear strips & Products

UHMW HDPE Steel Glass SUS Plastic Cardboard Aluminum

Polypropylene 0.32 0.24 0.15 0.09 0.13 0.08 0.15 0.25

Polyethylene 0.13 0.11 0.26 0.19 0.31 0.16 0.21 0.41

Acetal 0.11 0.09 0.27 0.16 0.26 0.15 0.19 0.28

Nylon 0.18 0.13 0.25 0.16 0.26 0.16 0.19 0.27

SUS – Stainless Steel

Equivalent type with other Brand

Brand Name Intralox UNI Rexnord MCC Habasit KVP

Series & Type

200 OPB 6390 2000 H5000 620

800 L-SNB 2010 M5100

850 MPB 2000

The above content is only for reference.



Conveyor Frame Dimensions Unit : mm

No. Teeth A ( Min.) B ( Min.) C ( Max.) D ( Min.) T

6 36.55 54.55 32.55 250

16

6/N 40.1 58.1 36.1 250

8 / 8/N 53.65 71.65 49.65 250

10 / 10/N 70.65 88.65 66.65 250

12 / 12/N 87.4 105.4 83.4 300



Sprocket Dimensions Unit : mm

No. Teeth PD S D H K

6 89.1 25.4/38.5/40.5 25.5/45.5 37 8X8

6/N 96.2 25.4/38.2 25.4 37 6.35X3.17

8 123.3 38.5/40.5 25.5/30.5 37 6.35X3.17

8/N 123.3 38.5/40.5 25.4/31.75 37 6.35X3.17

10 157.2 38.5/40.5 30.5 37 8X8

10/N 157.3 38.5/40.5/50.8 25.4/31.75/36.5/38.5 37 6.35X3.17

12 190.8 38.5/40.5/50.5 -- 37 --

12/N 190.8 38.5/40.5 -- 37 --



HS-100B Technical Data Sheet



Pitch: 50.8mm

Minimum Width: 150mm

Open Area: 20%

Approved: FDA

Rod: Ø 5.8mm

Flight: Yes

Side Guard: Yes

Curve: No

Data

Belt Material

Belt Strength Temperature Belt Weight

Straight
Curve ℃ (min.) ℃ (max.) (Kg /M 2 )

Kg/M(BW) N/M(BW)

Polypropylene 1340 13400 -- 1 100 7.5

Polyethylene 1280 12800 -- -60 60 8.7

Acetal 1770 17700 -- -40 80 10.2

Nylon 1520 15200 -- 1 180 9.6

BW – Belt Width

Color Table
Polypropylene Polyethylene Acetal Nylon

W G N DB B W G N DB B W G N DB B W G N DB B

● ● ● ● ● ●

W-White, G-Gray, N-Nature, DB-Dark brown, B-Blue

Friction Table

Belt Material
Friction Wear strips & Products

UHMW HDPE Steel Glass SUS Plastic Cardboard Aluminum

Polypropylene 0.32 0.24 0.15 0.09 0.13 0.08 0.15 0.25

Polyethylene 0.13 0.11 0.26 0.19 0.31 0.16 0.21 0.41

Acetal 0.11 0.09 0.27 0.16 0.26 0.15 0.19 0.28

Nylon 0.18 0.13 0.25 0.16 0.26 0.16 0.19 0.27

SUS – Stainless Steel

Equivalent type with other Brand
Brand Name Intralox UNI Rexnord MCC Habasit KVP

Series & Type

200 OPB 6390 2000 H5000 620

800 L-SNB 2010 M5100

850 MPB 2000

The above content is only for reference.



Conveyor Frame Dimensions Unit : mm

No. Teeth A ( Min.) B ( Min.) C ( Max.) D ( Min.) T

6 37.9 55.9 33.9 250

16

8 56 74 52 250

9 63.5 81.5 59.5 250

10 73 91 69 250

12 88.4 106.4 84.4 300

16 122 140 118 300

Sprocket Dimensions Unit: mm

No. Teeth PD S D H K

6 91.8 38.5/40.5 25.5/30.5/35.5/45.5 30 8X8

8 128 38.5/40.5 25.5/30.5/35.5/40.5/44.5 37 7X7

9 143 38.5/40.5 32.5/45.5/51 35 8X8

10 162 38.5/40.5/50.5/60.5 25.5/30.5/35.5/40.5/45.5 35 8X8

12 192.8 38.5/40.5/60.5 45.5/47.5 37 8X8

16 260 38.5/60.5/63.5 -- 46 --



HS-100B-EL Technical Data Sheet



Pitch: 50.8mm

Minimum Width: 150mm

Open Area: 18%

Approved: FDA

Rod: Ø 5.8mm

Flight: Yes

Side Guard: Yes

Curve: No

Data

Belt Material

Belt Strength Temperature Belt Weight

Straight
Curve ℃ (min.) ℃ (max.) (Kg /M 2 )

Kg/M(BW) N/M(BW)

Polypropylene 1340 13400 -- 1 70 7.5

BW – Belt Width

Color Table
Polypropylene Polyethylene Acetal Nylon

W G N DB B W G N DB B W G N DB B W G N DB B

● ●

W-White, G-Gray, N-Nature, DB-Dark brown, B-Blue

Friction Table

Belt Material
Friction Wear strips & Products

UHMW HDPE Steel Glass SUS Plastic Cardboard Aluminum

Polypropylene 0.32 0.24 0.15 0.09 0.13 0.08 0.15 0.25

Polyethylene 0.13 0.11 0.26 0.19 0.31 0.16 0.21 0.41

Acetal 0.11 0.09 0.27 0.16 0.26 0.15 0.19 0.28

Nylon 0.18 0.13 0.25 0.16 0.26 0.16 0.19 0.27

SUS – Stainless Steel

Equivalent type with other Brand
Brand Name Intralox UNI Rexnord MCC Habasit KVP

Series & Type

200 OPB 6390 2000 H5000 620

800 L-SNB 2010 M5100

850 MPB 2000

The above content is only for reference.



Conveyor Frame Dimensions Unit : mm

No. Teeth A ( Min.) B ( Min.) C ( Max.) D ( Min.) T T1

6 37.9 55.9 33.9 250

16 3.5

8 56 74 52 250

9 63.5 81.5 59.5 250

10 73 91 69 250

12 88.4 106.4 84.4 300

16 122 140 118 300

Sprocket Dimensions Unit: mm

No. Teeth PD S D H K

6 91.8 38.5/40.5 25.5/30.5/35.5/45.5 30 8X8

8 128 38.5/40.5 25.5/30.5/35.5/40.5/44.5 37 7X7

9 143 38.5/40.5 32.5/45.5/51 35 8X8

10 162 38.5/40.5/50.5/60.5 25.5/30.5/35.5/40.5/45.5 35 8X8

12 192.8 38.5/40.5/60.5 45.5/47.5 37 8X8

16 260 38.5/60.5/63.5 -- 46 --



HS-100B-HD Technical Data Sheet



Pitch: 50.8mm

Minimum Width: 150mm

Open Area: 17.6%

Approved: FDA

Rod: Ø 6.5mm

Flight: Yes

Side Guard: Yes

Curve: No

Data

Belt Material

Belt Strength Temperature Belt Weight

Straight
Curve ℃ (min.) ℃ (max.) (Kg /M 2 )

Kg/M(BW) N/M(BW)

Polypropylene 1340 13400 -- 1 100 8.4

Polyethylene 1280 12800 -- -60 60 8.8

Acetal 1770 17700 -- -40 80 13.1

Nylon 1520 15200 -- 1 180 11.8

BW – Belt Width

Color Table

Polypropylene Polyethylene Acetal Nylon

W G N DB B W G N DB B W G N DB B W G N DB B

● ● ● ● ● ●

W-White, G-Gray, N-Nature, DB-Dark brown, B-Blue

Friction Table

Belt Material
Friction Wear strips & Products

UHMW HDPE Steel Glass SUS Plastic Cardboard Aluminum

Polypropylene 0.32 0.24 0.15 0.09 0.13 0.08 0.15 0.25

Polyethylene 0.13 0.11 0.26 0.19 0.31 0.16 0.21 0.41

Acetal 0.11 0.09 0.27 0.16 0.26 0.15 0.19 0.28

Nylon 0.18 0.13 0.25 0.16 0.26 0.16 0.19 0.27

SUS – Stainless Steel

Equivalent type with other Brand

Brand Name Intralox UNI Rexnord MCC Habasit KVP

Series & Type

200 OPB 6390 2000 H5000 620

800 L-SNB 2010 M5100

850 MPB 2000

The above content is only for reference.



Conveyor Frame Dimensions Unit : mm

No. Teeth A ( Min.) B ( Min.) C ( Max.) D ( Min.) T

6 36.55 54.55 32.55 250

16

6/N 40.1 58.1 36.1 250

8 / 8/N 53.65 71.65 49.65 250

10 / 10/N 70.65 88.65 66.65 250

12 / 12/N 87.4 105.4 83.4 300



Sprocket Dimensions Unit : mm

No. Teeth PD S D H K

6 89.1 25.4/38.5/40.5 25.5/45.5 37 8X8

6/N 96.2 38.2 25.4 37 6.35X3.17

8 123.3 38.5/40.5 25.5/30.5 37 6.35X3.17

8/N 123.3 38.5/40.5 25.4/31.75 37 6.35X3.17

10 157.2 38.5/40.5 30.5 37 8X8

10/N 157.3 38.5/40.5/50.8 25.4/31.75/36.5/38.5 37 6.35X3.17

12 190.8 38.5/40.5/50.5 -- 37 --

12/N 190.8 38.5/40.5 -- 37 --



HS-102B Technical Data Sheet



Pitch: 50.8mm

Minimum Width: 150mm

Open Area: 20%

Approved: FDA

Rod: Ø 5.8mm

Flight: Yes

Side Guard: Yes

Curve: No

Data

Belt Material

Belt Strength Temperature Belt Weight

Straight
Curve ℃ (min.) ℃ (max.) (Kg /M 2 )

Kg/M(BW) N/M(BW)

Polypropylene 1070 10700 -- 1 100 7.5

Polyethylene 1020 10200 -- -60 60 8.7

Acetal 1400 14000 -- -40 80 10.2

Nylon 1200 12000 -- 1 180 9.6

BW – Belt Width

Color Table

Polypropylene Polyethylene Acetal Nylon

W G N DB B W G N DB B W G N DB B W G N DB B

● ● ● ● ● ●

W-White, G-Gray, N-Nature, DB-Dark brown, B-Blue

Friction Table

Belt Material
Friction Wear strips & Products

UHMW HDPE Steel Glass SUS Plastic Cardboard Aluminum

Polypropylene 0.32 0.24 0.15 0.09 0.13 0.08 0.15 0.25

Polyethylene 0.13 0.11 0.26 0.19 0.31 0.16 0.21 0.41

Acetal 0.11 0.09 0.27 0.16 0.26 0.15 0.19 0.28

Nylon 0.18 0.13 0.25 0.16 0.26 0.16 0.19 0.27

SUS – Stainless Steel

Equivalent type with other Brand

Brand Name Intralox UNI Rexnord MCC Habasit KVP

Series & Type

200 OPB 6390 2000 H5000 620

800 L-SNB 2010 M5100

850 MPB 2000

The above content is only for reference.



Conveyor Frame Dimensions Unit : mm

No. Teeth A ( Min.) B ( Min.) C ( Max.) D ( Min.) T

6 37.9 55.9 33.9 250

16

8 56 74 52 250

9 63.5 81.5 59.5 250

10 73 91 69 250

12 88.4 106.4 84.4 300

16 122 140 118 300

Sprocket Dimensions Unit: mm

No. Teeth PD S D H K

6 91.8 38.5/40.5 25.5/30.5/35.5/45.5 30 8X8

8 128 38.5/40.5 25.5/30.5/35.5/40.5/44.5 37 7X7

9 143 38.5/40.5 32.5/45.5/51 35 8X8

10 162 38.5/40.5/50.5/60.5 25.5/30.5/35.5/40.5/45.5 35 8X8

12 192.8 38.5/40.5/60.5 45.5/47.5 37 8X8

16 260 60.5/63.5 -- 46 --



HS-103B-HD Technical Data Sheet



Pitch: 50.8mm

Minimum Width: 151mm

Open Area: 22%

Approved: FDA

Rod: Ø 8mm

Flight: No

Side Guard: No

Curve: No

Data

Belt Material

Belt Strength Temperature Belt Weight

Straight
Curve ℃ (min.) ℃ (max.) (Kg /M 2 )

Kg/M(BW) N/M(BW)

Polypropylene 1340 13400 -- 1 100 7.5

Polyethylene 1280 12800 -- -60 60 8.1

Acetal 1770 17700 -- -40 80 11.6

Nylon 1520 15200 -- 1 180 10.3

BW – Belt Width

Color Table

Polypropylene Polyethylene Acetal Nylon

W G N DB B W G N DB B W G N DB B W G N DB B

● ● ● ● ● ●

W-White, G-Gray, N-Nature, DB-Dark brown, B-Blue

Friction Table

Belt Material
Friction Wear strips & Products

UHMW HDPE Steel Glass SUS Plastic Cardboard Aluminum

Polypropylene 0.32 0.24 0.15 0.09 0.13 0.08 0.15 0.25

Polyethylene 0.13 0.11 0.26 0.19 0.31 0.16 0.21 0.41

Acetal 0.11 0.09 0.27 0.16 0.26 0.15 0.19 0.28

Nylon 0.18 0.13 0.25 0.16 0.26 0.16 0.19 0.27

SUS – Stainless Steel

Equivalent type with other Brand

Brand Name Intralox UNI Rexnord MCC Habasit KVP

Series & Type -- MPB 22% -- -- -- --

The above content is only for reference.



Conveyor Frame Dimensions Unit : mm

No. Teeth A ( Min.) B ( Min.) C ( Max.) D ( Min.) T

6 36.55 54.55 32.55 250

16

6/N 40.1 58.1 36.1 250

8 / 8/N 53.65 71.65 49.65 250

10 / 10/N 70.65 88.65 66.65 250

12 / 12/N 87.4 105.4 83.4 300



Sprocket Dimensions Unit : mm

No. Teeth PD S D H K

6 89.1 25.4/38.5/40.5 25.5/45.5 37 8X8

6/N 96.2 25.4/38.2 25.4 37 6.35X3.17

8 123.3 38.5/40.5 25.5/30.5 37 6.35X3.17

8/N 123.3 38.5/40.5 25.4/31.75 37 6.35X3.17

10 157.2 38.5/40.5 30.5 37 8X8

10/N 157.3 38.5/40.5/50.8 25.4/31.75/36.5/38.5 37 6.35X3.17

12 190.8 38.5/40.5/50.5 -- 37 --

12/N 190.8 38.5/40.5 -- 37 --



HS-200A Technical Data Sheet



Pitch: 25.4mm

Minimum Width: 150mm

Open Area: 0%

Approved: FDA

Rod: Ø 4.9mm

Flight: Yes

Side Guard: Yes

Curve: No

Data

Belt Material

Belt Strength Temperature Belt Weight

Straight
Curve ℃ (min.) ℃ (max.) (Kg /M 2 )

Kg/M(BW) N/M(BW)

Polypropylene 1155 11550 -- 1 100 5.2

Polyethylene 1105 11050 -- -60 60 5.4

Acetal 1520 15200 -- -40 80 7.6

Nylon 1310 13100 -- 1 180 6.6

BW – Belt Width

Color Table
Polypropylene Polyethylene Acetal Nylon

W G N DB B W G N DB B W G N DB B W G N DB B

● ● ● ● ● ●

W-White, G-Gray, N-Nature, DB-Dark brown, B-Blue

Friction Table

Belt Material
Friction Wear strips & Products

UHMW HDPE Steel Glass SUS Plastic Cardboard Aluminum

Polypropylene 0.32 0.24 0.15 0.09 0.13 0.08 0.15 0.25

Polyethylene 0.13 0.11 0.26 0.19 0.31 0.16 0.21 0.41

Acetal 0.11 0.09 0.27 0.16 0.26 0.15 0.19 0.28

Nylon 0.18 0.13 0.25 0.16 0.26 0.16 0.19 0.27

SUS – Stainless Steel

Equivalent type with other Brand
Brand Name Intralox UNI Rexnord MCC Habasit KVP

Series & Type

1600 SNB 1000 M2400 610

1650 CNB 1010 M2500 208CL

200 OPB 7700 M2600 20835

880/850 L-SNB 6390 13610

The above content is only for reference.



Conveyor Frame Dimensions Unit : mm

No. Teeth A ( Min.) B ( Min.) C ( Max.) D ( Min.) T

7 23.5 38.5 22.5 200

10

8 28.4 43.4 27.4 200

10 36.3 51.3 35.3 200

12 44.3 59.3 43.3 200

16 61 76 60 200

20 77.5 92.5 76.5 200

Sprocket Dimensions Unit: mm

No. Teeth PD S D H K

7 57 25.2 -- 22 --

8 66.8 -- 25.4/30.5 22 6X6

10 82.6 38.5/40.5 20.5/25.5/30.5/45.5 22 6X6

12 98.7 35.5/38.5/40.5 25.5/30.5/40.5/45.5 38 8X8

16 132 35.5/38.5/40.5 25.5/30 34 8X8

20 165 40.5 47.5 38 7X7



HS-200A-HD Technical Data Sheet



Pitch: 25.4mm

Minimum Width: 152mm

Open Area: 0%

Approved: FDA

Rod: Ø5.3mm

Flight: Yes

Side Guard: Yes

Curve: No

Data

Belt Material

Belt Strength Temperature Belt Weight

Straight
Curve ℃ (min.) ℃ (max.) (Kg /M 2 )

Kg/M(BW) N/M(BW)

Polypropylene 1155 11550 -- 1 100 4.25

Polyethylene 1105 11050 -- -60 60 4.4

Acetal 1520 15200 -- -40 80 6.2

Nylon 1310 13100 -- 1 180 5.4

BW – Belt Width

Color Table

Polypropylene Polyethylene Acetal Nylon

W G N DB B W G N DB B W G N DB B W G N DB B

● ● ● ● ● ●

W-White, G-Gray, N-Nature, DB-Dark brown, B-Blue

Friction Table

Belt Material
Friction Wear strips & Products

UHMW HDPE Steel Glass SUS Plastic Cardboard Aluminum

Polypropylene 0.32 0.24 0.15 0.09 0.13 0.08 0.15 0.25

Polyethylene 0.13 0.11 0.26 0.19 0.31 0.16 0.21 0.41

Acetal 0.11 0.09 0.27 0.16 0.26 0.15 0.19 0.28

Nylon 0.18 0.13 0.25 0.16 0.26 0.16 0.19 0.27

SUS – Stainless Steel

Equivalent type with other Brand

Brand Name Intralox UNI Rexnord MCC Habasit KVP

Series & Type

1600 SNB 1000 M2400 610

1650 CNB 1010 M2500 208CL

200 OPB 7700 M2600 20835

880/850 L-SNB 6390 13610

The above content is only for reference.



Conveyor Frame Dimensions Unit : mm

No. Teeth A ( Min.) B ( Min.) C ( Max.) D ( Min.) T

8 25.4 40.5 24.3 200

10.2

10 34.7 49.8 33.6 200

12 42.1 57.2 41 200

16 58.6 73.7 57.5 200

20 74.9 90 73.8 200

Sprocket Dimensions Unit: mm

No. Teeth PD S D H K

8 61 25.5 25.4/25.5/30.5 22 6X6

10 79.6 38.5/40.5 25.5/45.5 22 7X7

12 94.5 38.5/40.5 19/25.4/25.5/30.5/31.7/45.5 38 7X7

16 127.4 38.5/40.5 25.4/30.5/45.5 34 7X7

20 160 38.5/40.5 25.4/45.5 38 7X7



HS-200B Technical Data Sheet



Pitch: 25.4mm

Minimum Width: 150mm

Open Area: 15%

Approved: FDA

Rod: Ø 4.9mm

Flight: Yes

Side Guard: Yes

Curve: No

Data

Belt Material

Belt Strength Temperature Belt Weight

Straight
Curve ℃ (min.) ℃ (max.) (Kg /M 2 )

Kg/M(BW) N/M(BW)

Polypropylene 1155 11550 -- 1 100 4.3

Polyethylene 1105 11050 -- -60 60 4.4

Acetal 1520 15200 -- -40 80 6.6

Nylon 1310 13100 -- 1 180 6.0

BW – Belt Width

Color Table
Polypropylene Polyethylene Acetal Nylon

W G N DB B W G N DB B W G N DB B W G N DB B

● ● ● ● ● ●

W-White, G-Gray, N-Nature, DB-Dark brown, B-Blue

Friction Tables

Belt Material
Friction Wear strips & Products

UHMW HDPE Steel Glass SUS Plastic Cardboard Aluminum

Polypropylene 0.32 0.24 0.15 0.09 0.13 0.08 0.15 0.25

Polyethylene 0.13 0.11 0.26 0.19 0.31 0.16 0.21 0.41

Acetal 0.11 0.09 0.27 0.16 0.26 0.15 0.19 0.28

Nylon 0.18 0.13 0.25 0.16 0.26 0.16 0.19 0.27

SUS – Stainless Steel

Equivalent type with other Brand
Brand Name Intralox UNI Rexnord MCC Habasit KVP

Series & Type

1600 SNB 1000 1000 M2400 610

1650 CNB 1010 M2500 208CL

200 OPB 7700 M2600 20835

880/850 6390

The above content is only for reference.



Conveyor Frame Dimensions Unit : mm

No. Teeth A ( Min.) B ( Min.) C ( Max.) D ( Min.) T

7 23.5 38.5 22.5 200

10

8 28.4 43.4 27.4 200

10 36.3 51.3 35.3 200

12 44.3 59.3 43.3 200

16 61 76 60 200

20 77.5 92.5 76.5 200

Sprocket Dimensions Unit: mm

No. Teeth PD S D H K

7 57 25.2 -- 22 --

8 66.8 -- 25.4/30.5 22 6X6

10 82.6 38.5/40.5 20.5/25.5/30.5/45.5 22 6X6

12 98.7 35.5/38.5/40.5 25.5/30.5/40.5/45.5 38 8X8

16 132 35.5/38.5/40.5 25.5/30 34 8X8

20 165 40.5 47.5 38 7X7



HS-300B Technical Data Sheet



Pitch: 45mm

Minimum Width: 195mm

Open Area: 52%

Approved: FDA

Rod: Ø 5.8mm

Flight: No

Side Guard: No

Curve: Yes

Data

Belt Material

Belt Strength Temperature Belt Weight

Straight Curve
℃ (min.) ℃ (max.) (Kg /M 2 )

Kg/M(BW) N/M(BW) Kg/M(BW) N/M(BW)

Polypropylene 1870 18700 187 1870 1 100 6.0

Polyethylene 1330 13300 133 1330 -60 60 6.8

Acetal 2900 29000 290 2900 -40 80 8.7

Nylon 1870 18700 187 1870 1 180 8.6

BW – Belt Width

Color Table
Polypropylene Polyethylene Acetal Nylon

W G N DB B W G N DB B W G N DB B W G N DB B

● ● ● ● ● ●

W-White, G-Gray, N-Nature, DB-Dark brown, B-Blue

Friction Table

Belt Material
Friction Wear strips & Products

UHMW HDPE Steel Glass SUS Plastic Cardboard Aluminum

Polypropylene 0.32 0.24 0.15 0.09 0.13 0.08 0.15 0.25

Polyethylene 0.13 0.11 0.26 0.19 0.31 0.16 0.21 0.41

Acetal 0.11 0.09 0.27 0.16 0.26 0.15 0.19 0.28

Nylon 0.18 0.13 0.25 0.16 0.26 0.16 0.19 0.27

SUS – Stainless Steel

Equivalent type with other Brand
Brand Name Intralox UNI Rexnord MCC Habasit KVP

Series & Type
2200

The above content is only for reference.



Conveyor Frame Dimensions Unit : mm

No. Teeth A ( Min.) B ( Min.) C ( Max.) D ( Min.) T

8 52.5 70 49 250
15

12 84.7 102.2 81.2 250

Sprocket Dimensions Unit: mm

No. Teeth PD S D H K

8 120 38.5/40.5 25.2/38.1 25 6.35X3.17

12 184.5 38.5/40.5 30.5/46.5 24 8X8



Design Guide Summary

 The minimum turning radius (inside) is 2.2 times of belt width under all feasible belt Width, 2.5 times of belt width is the most optimal.

 The minimum straight run section near driving shaft and idling shaft of Radius belt must be 2 times of the belt width in length.

 The minimum straight run section between two turns of opposing direction must be 2 times of the belt width in Length.

Guide Rail & Wear Strips

 We have different kinds of guide rail and wear strips for your choice; for more information, please consult our sales team.



HS-500B Technical Data Sheet



Pitch: 25mm

Minimum Width: 165mm

Open Area: 36%

Approved: FDA

Rod: Ø 4.9mm

Flight: Yes

Side Guard: Yes

Curve: Yes

Data

Belt Material

Belt Strength Temperature Belt Weight

Straight Curve
℃ (min.) ℃ (max.) (Kg /M 2 )

Kg/M(BW) N/M(BW) Kg/M(BW) N/M(BW)

Polypropylene 1060 10600 106 1060 1 100 5.0

Polyethylene 1030 10300 103 1030 -60 60 5.2

Acetal 1720 17200 172 1720 -40 80 9.6

Nylon 1520 15200 152 1520 1 180 7.0

BW – Belt Width

Color Table

Polypropylene Polyethylene Acetal Nylon

W G N DB B W G N DB B W G N DB B W G N DB B

● ● ● ● ● ●

W-White, G-Gray, N-Nature, DB-Dark brown, B-Blue

Friction Table

Belt Material
Friction Wear strips & Products

UHMW HDPE Steel Glass SUS Plastic Cardboard Aluminum

Polypropylene 0.32 0.24 0.15 0.09 0.13 0.08 0.15 0.25

Polyethylene 0.13 0.11 0.26 0.19 0.31 0.16 0.21 0.41

Acetal 0.11 0.09 0.27 0.16 0.26 0.15 0.19 0.28

Nylon 0.18 0.13 0.25 0.16 0.26 0.16 0.19 0.27

SUS – Stainless Steel

Equivalent type with other Brand

Brand Name Intralox UNI Rexnord MCC Habasit KVP

Series & Type
2200 SNB 1200 M2500 610

2400 7956 M3800

The above content is only for reference.



Conveyor Frame Dimensions Unit : mm

No. Teeth A ( Min.) B ( Min.) C ( Max.) D ( Min.) T

12 / 12-2R 44.6 60 43.2 200

10.8

15-2R 57.4 72.8 56 200

18 / 18-2R 68.6 84 67.2 200

21-2R 81.1 96.5 79.7 200

24 / 24-2R 94.6 110 93.2 250

Sprocket Dimensions Unit: mm

No. Teeth PD S D H1 H2 K

12 100 25.4/38.5/39/40..5 25.4/30.5/35.5/46.5/47.5 18 -- 7X7

18 148 38.5/40..5 25.4/30.5/31.75/36.5/40.5/45.5/47.5 18 -- 8X8

24 200 38.5/40.5/50.5/60.5 -- 30 -- --

12-2R 100 38.5/40..5 25.4/30.5/45.5/47.5 -- 20 8X8

15-2R 125.5 38.5/40..5 25.4/30.5/45.5/47.5 -- 20 8X8

18-2R 148 38.5/40.5/45.5/60.5 30.5/40.5 -- 20 8X8

21-2R 173 38.5/40.5 45.5 -- 35 8X8

24-2R 200 38.5/40.5/60.5 -- -- 35 --



Design Guide Summary

 The minimum turning radius (inside) is 2.2 times of belt width under all feasible belt Width, 2.5 times of belt width is the most optimal.

 The minimum straight run section near driving shaft and idling shaft of Radius belt must be 2 times of the belt width in length.

 The minimum straight run section between two turns of opposing direction must be 2 times of the belt width in Length.

Guide Rail & Wear Strips

 We have different kinds of guide rail and wear strips for your choice; for more information, please consult our sales team.



HS-600B Technical Data Sheet



Pitch: 25.4mm

Minimum Width: 172mm

Open Area: 40%

Approved: FDA

Rod: Ø 4.9mm

Flight: No

Side Guard: No

Curve: No

Data

Belt Material

Belt Strength Temperature Belt Weight

Straight
Curve ℃ (min.) ℃ (max.) (Kg /M 2 )

Kg/M(BW) N/M(BW)

Polypropylene 1060 10600 -- 1 100 7.5

Polyethylene 1030 10300 -- -60 60 8.2

Acetal 1720 17200 -- -40 80 10.9

Nylon 1520 15200 -- 1 180 10.8

BW – Belt Width

Color Table

Polypropylene Polyethylene Acetal Nylon

W G N DB B W G N DB B W G N DB B W G N DB B

● ● ● ● ● ●

W-White, G-Gray, N-Nature, DB-Dark brown, B-Blue

Friction Table

Belt Material
Friction Wear strips & Products

UHMW HDPE Steel Glass SUS Plastic Cardboard Aluminum

Polypropylene 0.32 0.24 0.15 0.09 0.13 0.08 0.15 0.25

Polyethylene 0.13 0.11 0.26 0.19 0.31 0.16 0.21 0.41

Acetal 0.11 0.09 0.27 0.16 0.26 0.15 0.19 0.28

Nylon 0.18 0.13 0.25 0.16 0.26 0.16 0.19 0.27

SUS – Stainless Steel

Equivalent type with other Brand

Brand Name Intralox UNI Rexnord MCC Habasit KVP

Series & Type
900 SNB-RIB 1000 1000 2531 610

100 208RR

The above content is only for reference.



Conveyor Frame Dimensions Unit : mm

No. Teeth A ( Min.) B ( Min.) C ( Max.) D ( Min.) T T1

12 / 12-2R 44.5 60 43 200

13 5

15-2R 57.2 72.7 55.7 200

18 / 18-2R 68.5 84 67 200

21-2R 81 96.5 79.5 200

24 / 24-2R 94.5 110 93 250

Sprocket Dimensions Unit: mm

No. Teeth PD S D H1 H2 K

12 100 25.4/38.5/39/40..5 25.4/30.5/35.5/46.5/47.5 18 -- 7X7

18 148 38.5/40..5 25.4/30.5/31.75/36.5/40.5/45.5/47.5 18 -- 8X8

24 200 38.5/40.5/50.5/60.5 -- 30 -- --

12-2R 100 38.5/40..5 25.4/30.5/45.5/47.5 -- 20 8X8

15-2R 125.5 38.5/40..5 25.4/30.5/45.5/47.5 -- 20 8X8

18-2R 148 38.5/40.5/45.5/60.5 30.5/40.5 -- 20 8X8

21-2R 173 38.5/40.5 45.5 -- 35 8X8

24-2R 200 38.5/40.5/60.5 -- -- 35 --



HS-700D-N Technical Data Sheet



Pitch: 27.2mm

Minimum Width: 152mm

Open Area: 38%

Approved: FDA

Rod: Ø 4.5mm

Flight: No

Side Guard: No

Curve: No

Data

Belt Material

Belt Strength Temperature Belt Weight

Straight
Curve ℃ (min.) ℃ (max.) (Kg /M 2 )

Kg/M(BW) N/M(BW)

Polypropylene 1320 13200 -- 1 100 5.2

Polyethylene 1060 10600 -- -60 60 5.6

Acetal 1880 18800 -- -40 80 8.2

Nylon 1610 16100 -- 1 180 7.8

BW – Belt Width

Color Table

Polypropylene Polyethylene Acetal Nylon

W G N DB B W G N DB B W G N DB B W G N DB B

● ● ● ● ● ●

W-White, G-Gray, N-Nature, DB-Dark brown, B-Blue

Friction Table

Belt Material
Friction Wear strips & Products

UHMW HDPE Steel Glass SUS Plastic Cardboard Aluminum

Polypropylene 0.32 0.24 0.15 0.09 0.13 0.08 0.15 0.25

Polyethylene 0.13 0.11 0.26 0.19 0.31 0.16 0.21 0.41

Acetal 0.11 0.09 0.27 0.16 0.26 0.15 0.19 0.28

Nylon 0.18 0.13 0.25 0.16 0.26 0.16 0.19 0.27

SUS – Stainless Steel

Equivalent type with other Brand

Brand Name Intralox UNI Rexnord MCC Habasit KVP

Series & Type

900 SNB 1005 1000 M2400 610

1600 CNB 1010 M2500 208

200 OPB 7700 M2600

800 6390

The above content is only for reference.



Conveyor Frame Dimensions Unit : mm

No. Teeth A ( Min.) B ( Min.) C ( Max.) D ( Min.) F T T1

6 21.8 36.15 21.45 200 36.1

8.7 5.6

9 35.55 49.9 35.2 200 49.85

10 39.4 53.75 39.05 250 53.7

12 48.4 62.75 48.05 250 62.7

18 74.55 88.9 74.2 300 88.85

20 / 20-Split 83.15 97.5 82.8 300 97.45

24 100.55 114.9 100.2 300 114.85

Sprocket Dimensions Unit: mm

No. Teeth PD S D H K

6 52.3 25.4 -- 18.5 --

9 79.8 25.4/38.1 25.4 21.5 6.35X3.17

10 87.5 25.4/38.1 25.4 18.8 6.35X3.17

12 105.5 25.5/30.5/38.5/40.5 25.4/30.5/31.75/45.5/47.5 35 8X8

18 157.8 38.5/40.5/60.5/63.5 25.4/30.5/31.75/38.1/46/47.5 35 8X8

20 175 38.1/60.2 31.75 35 6.35X3.17

20-Split 175 60.2 31.75 40 6.35X3.17

24 209.8 38.5/40.5 25.4/38.1/45.5/47.5 35 8X8



Finger Transfer Plate Frame Dimensions Unit : mm

No. Finger FW1 FW2 FT G GL

23 146 75 13 37 175



HS-701B Technical Data Sheet



Pitch: 27.2mm

Minimum Width: 208mm

Open Area: 38%

Approved: FDA

Rod: Ø 4.9mm

Flight: No

Side Guard: No

Curve: No

Data

Belt Material

Belt Strength Temperature Belt Weight

Straight
Curve ℃ (min.) ℃ (max.) (K g / M 2 )

Kg/M(BW) N/M(BW)

Polypropylene 1320 13200 -- 1 100 5.2

Polyethylene 1060 10600 -- -60 60 5.6

Acetal 1880 18800 -- -40 80 8.2

Nylon 1610 16100 -- 1 180 7.8

BW – Belt Width

Color Table

Polypropylene Polyethylene Acetal Nylon

W G N DB B W G N DB B W G N DB B W G N DB B

● ● ● ● ● ●

W-White, G-Gray, N-Nature, DB-Dark brown, B-Blue

Friction Table

Belt Material
Friction Wear strips & Products

UHMW HDPE Steel Glass SUS Plastic Cardboard Aluminum

Polypropylene 0.32 0.24 0.15 0.09 0.13 0.08 0.15 0.25

Polyethylene 0.13 0.11 0.26 0.19 0.31 0.16 0.21 0.41

Acetal 0.11 0.09 0.27 0.16 0.26 0.15 0.19 0.28

Nylon 0.18 0.13 0.25 0.16 0.26 0.16 0.19 0.27

SUS – Stainless Steel

Equivalent type with other Brand

Brand Name Intralox UNI Rexnord MCC Habasit KVP

Series & Type

900 SNB 1005 1000 M2400 610

1600 CNB 1010 M2500 208

200 OPB 7700 M2600

800 6390

The above content is only for reference.



Conveyor Frame Dimensions Unit : mm

No. Teeth A ( Min.) B ( Min.) C ( Max.) D ( Min.) F T T1

6 21.8 36.15 21.45 200 33.5

8.7 5.6

9 35.55 49.9 35.2 200 47.25

10 39.4 53.75 39.05 250 51.1

12 48.4 62.75 48.05 250 60.1

18 74.55 88.9 74.2 300 86.25

20 / 20-Split 83.15 97.5 82.8 300 94.85

24 100.55 114.9 100.2 300 112.25

Sprocket Dimensions Unit: mm

No. Teeth PD S D H K

6 52.3 25.4 -- 18.5 --

9 79.8 25.4/38.1 25.4 21.5 6.35X3.17

10 87.5 25.4/38.1 25.4 18.8 6.35X3.17

12 105.5 25.5/30.5/38.5/40.5 25.4/30.5/31.75/45.5/47.5 35 8X8

18 157.8 38.5/40.5/60.5/63.5 25.4/30.5/31.75/38.1/46/47.5 35 8X8

20 175 38.1/60.2 31.75 35 6.35X3.17

20-Split 175 60.2 31.75 40 6.35X3.17

24 209.8 38.5/40.5 25.4/38.1/45.5/47.5 35 8X8



Finger Transfer Plate Frame Dimensions Unit : mm

No. Finger FW1 FW2 FT G GL

23 146 75 13 37 175



HS-750RC Technical Data Sheet



Pitch: 7.5mm

Minimum Width: 46mm

Open Area: 0%

Approved: FDA

Rod: Non

Flight: Yes

Side Guard: No

Curve：No

Data

Belt Material

Belt Strength Temperature Belt Weight

Straight
Curve ℃ (min.) ℃ (max.) (Kg /m)

Kg/M(BW) N/M(BW)

Polypropylene 800 8000 -- 1 100

Acetal 465 4650 -- -60 60 0.148

BW – Belt Width

Color Table
Polypropylene Polyethylene Acetal Nylon

W G N DB B W G N DB B W G N DB B W G N DB B

● ● ● ● ●

W-White, G-Gray, N-Nature, DB-Dark brown, B-Blue

Friction Table

Belt Material
Friction Wear strips & Products

UHMW HDPE Steel Glass SUS Plastic Cardboard Aluminum

Polypropylene 0.32 0.24 0.15 0.09 0.13 0.08 0.15 0.25

Polyethylene 0.13 0.11 0.26 0.19 0.31 0.16 0.21 0.41

Acetal 0.11 0.09 0.27 0.16 0.26 0.15 0.19 0.28

Nylon 0.18 0.13 0.25 0.16 0.26 0.16 0.19 0.27

SUS – Stainless Steel

Equivalent type with other Brand
Brand Name Intralox UNI Rexnord MCC Habasit KVP

Series & Type
1500 605 ST

The above content is only for reference.



Conveyor Frame Dimensions Unit : mm

No. Teeth A ( Min.) B ( Min.) C ( Max.) D ( Min.) T

18 34 46 36 50 5.5

No. Teeth PD D H K

18 44 8 19 --

18-Idler 44 14 19 --



HS-901D Technical Data Sheet



Pitch: 50.8mm

Minimum Width: 163mm

Open Area: 36%

Approved: FDA

Rod: Ø 5.8mm

Flight: No

Side Guard: No

Curve: No

Data

Belt Material

Belt Strength Temperature Belt Weight

Straight
Curve ℃ (min.) ℃ (max.) (Kg /M 2 )

Kg/M(BW) N/M(BW)

Polypropylene 2500 25000 -- 1 100 9.6

Polyethylene 2600 26000 -- -60 60 9.6

Acetal 4760 47600 -- -40 80 13.6

BW – Belt Width

Color Table
Polypropylene Polyethylene Acetal

W G N DB B W G N DB B W G N DB B

● ● ● ● ● ●

W-White, G-Gray, N-Nature, DB-Dark brown, B-Blue

Friction Table

Belt Material
Friction Wear strips & Products

UHMW HDPE Steel Glass SUS Plastic Cardboard Aluminum

Polypropylene 0.32 0.24 0.15 0.09 0.13 0.08 0.15 0.25

Polyethylene 0.13 0.11 0.26 0.19 0.31 0.16 0.21 0.41

Acetal 0.11 0.09 0.27 0.16 0.26 0.15 0.19 0.28

SUS – Stainless Steel

Equivalent type with other Brand
Brand Name Intralox UNI Rexnord MCC Habasit KVP

Series & Type

200 DPB 2000 2000 M5000 620

400 SNB 2010 M5100

800 MPB 6390

The above content is only for reference.



Conveyor Frame Dimensions Unit : mm

No. Teeth A ( Min.) B ( Min.) C ( Max.) D ( Min.) E T T1

6 37.5 55.5 33.5 200 63

16 9.5

8 / 8-Split 56.5 74.5 52.5 250 82

10 72 90 68 250 97.5

12 90 108 86 300 115.5

16 121.75 139.75 117.75 300 147.25

17 130 148 126 300 155.5

Sprocket Dimensions Unit: mm

No. Teeth PD S D H K

6 91 38.5 -- 38 --

8 129 35.5/40.5 -- 38 --

8-Split 129 38.5/40.5 -- 38 --

10 160 38.2/40.2/50.2/60.2/70.5 -- 38 --

12 196 38.5/40.5/50.5/60.5/63.5/70.5 40 49 12×8

16 259.5 60.5/80.5/90.5 --- 49 ---

17 276 120 -- 48.5 --



Finger Transfer Plate Frame Dimensions
Unit : mm

No. Finger FW1 FW2 FT G GL

23 146 75 13 37 175



HS-2000A Technical Data Sheet



Fixed Radius：600mm

Minimum Width: 200mm

Open Area: 0%

Approved: FDA

Rod: Ø 4.9mm

Flight: No

Side Guard: No

Curve：Yes

Data

Belt Material

Belt Strength Temperature

Straight
℃ (min.) ℃ (max.)

Kg/M(BW) N/M(BW)

Polypropylene 1600 16000 1 100

Polyethylene 1550 15500 -60 60

Acetal 2640 26400 -40 80

Nylon 2230 22300 1 180

BW – Belt Width

Color Table

Polypropylene Polyethylene Acetal Nylon

W G N DB B W G N DB B W G N DB B W G N DB B

● ● ● ● ● ●

W-White, G-Gray, N-Nature, DB-Dark brown, B-Blue

Friction Table

Belt Material
Friction Wear strips & Products

UHMW HDPE Steel Glass SUS Plastic Cardboard Aluminum

Polypropylene 0.32 0.24 0.15 0.09 0.13 0.08 0.15 0.25

Polyethylene 0.13 0.11 0.26 0.19 0.31 0.16 0.21 0.41

Acetal 0.11 0.09 0.27 0.16 0.26 0.15 0.19 0.28

Nylon 0.18 0.13 0.25 0.16 0.26 0.16 0.19 0.27



Sprocket Dimensions Unit: mm

Belt Width Sprocket No. PD S A B C H

200
1 65

41.5

35 0

11

46

2 72 10 29

50

400
3 80.5 10 29

4 90 10 29

600
5 100 10 29

6 110 10 29

800
7 120 10 29

8 130 10 29

1000
9 140 10 29

10 150 10 29

1200
11 159 10 29

12 168 10 29

1400
13 178 10 29

14 188 10 29

1600
15 197 10 29

16 206 10 29

1800
17 217 10 29

18 226 10 29

Conveyor Frame Dimensions Unit : mm

No. Teeth D ( Min.) E ( Min.) G T

12 200 40 5.6ﾟ 10



Installation of sprockets

Please install the sprockets according to the graphical representation.

HS-2000A Flat Top Radius Modular Conveyor Belt

HS-2000 Flat Top Radius Modular Conveyor Belt is developed specially for logistics transportation by HONGSBELT.

The inside turning radius of HS-2000 is 600mm, it is fixed and doesn’t change with the width change. Width of

HS-2000 is range from 200mm to 1800mm (200mm, 300mm, 400mm, 500mm, 600mm, 700mm, 800mm, 900mm,

1000mm, 1100mm, 1200mm, 1300mm, 1400mm, 1500mm, 1600mm, 1700mm and 1800mm). Max width is

1800mm, which can meet the wide range of requirements of logistics transportation.

Driving Mode of HS-2000A

For turning conveyors installed with traditional PVC conveyor belt, the belt is fixed with unstable bearing parts, so the

lift time of it is very short and the structure of the conveying machine is large; At the same time, the belt is drive by

smooth roller, so it is easy to slip, which causes the low tension force and usually affects the production.

HS-2000A Flat Top Radius Modular Conveyor Belt is designed with module structure, and is drive by sprockets,

which solve the slip of belt and ensure the belt in most stable condition in operation.

The bore of HS-2000A sprocket is 41.5mm hexagon, it can be matched with 41mm standard hexagonal shaft, so it

is easy to get and process the raw material, more importantly, this design solves the chordal action of quadrilateral

shaft and brings more stable operation.

Advantages of HS-2000 A

HS-2000A Flat Top Radius Modular Conveyor Belt is stable in operation, and because of its fixed structure design,

straight sections are not need in driving end, which save the manufacturing cost and the space of conveying system.

HS-2000 A Flat Top Radius Modular Conveyor Belt is made from Acetal, it can endure instant impact with low friction

coefficient and high impact resistance, tensile strength of it is 10 times stronger than common radius PVC Conveyor

belt.

app:ds:friction
app:ds:coefficient


HS-2000 A Flat Top Radius Modular Conveyor Belt is drive by sprockets, and can endure instant high-speed and big

load capacity. It is widely used in Paper, Printing, Beverage, packaging industry etc. both for light-duty and

heavy-duty conveying.

Guide Rail & Wear Strips

 We have different kinds of guide rail and wear strips for your choice; for more information, please consult our sales team.



BW : 200mm 300mm 400mm 500mm 600mm 700mm 800mm 900mm 1000mm 1100mm 1200mm 1300mm

1400mm 1500mm 1600mm 1700mm 1800mm



HS-2200A Technical Data Sheet



Pitch: 19.05mm (3/4 inch)

Width: 400mm

Open Area:--

Approved: --

Rod: --

Friction Top: No

Side Guard: No

Spiral Turning：Yes

Data

Chain material
Chain Strength Temperature Turning Radius

Strength (kgf) total load(kg) ℃ (min.) ℃ (max.) mm (Min)

Carbon steel 3500 600 -40 93 650

Stainless steel 2800 480 -40 93 650

Color Table

Polypropylene Polyethylene Acetal

W G N DB B W G N DB B BL G N DB B

●

W-White, G-Gray, N-Nature, DB-Dark brown, B-Blue BL-Black

Note
1. Max length of carbon steel chain: 60meters, Max length of stainless steel chain: 45meters.

2. Max speed: 60M/min.

3. The packaging of chain: 3.048M/pc.

About HS-2200A Spiral Plate Chain

HS-2200A Spiral Plate Chain is in common use with other spiral plate chains in the market, especially for 3/4 inch

pitch type, even other brand can choose HS-2200 Spiral Plate Chain as its replacement in maintenance.

Features of HS-2200A Spiral Plate Chain Conveyors

HONGSBELT is specialized in the production of spiral conveyors, which adopt HS-2200A Spiral Plate Chain, it is a

well-designed and good-quality conveying system. Drive chains of it are special grade 3/4 inch side bend chain,

and the tensile strength is much bigger than other brand in the market.

 HS-2200A Spiral Plate Chain Conveyors can achieve upward or downward extended conveying in the least



space, and save lots of space, so meet the demands of automatic warehouse system, fluctuation floor

continuous conveying, temporary storage, cooling hysteresis etc. well.

 HS-2200A Spiral Plate Chain Conveyors adopt slim design, the total weight is reduced, but still have big load

capacity, the load efficiency will not be affected for the light weight of conveyor. The simplified structure is

easy to lubricate and maintain. (For related design parameters, please consult our customer service

department)

Size Description of HS-2200A Spiral Plate Chain Conveyors

 The standard width of HS-2200A Spiral Plate Chain Conveyors is 420mm (effective width is 400mm) Please

confirm the size of each parts with us according to the following graphical representation before adoption.

 Height and number of winding

1. Please fill in the winding height H1, bottom roller height H2, as well as the conveying requirement for up or

down.

2. The Max production height of this spiral conveyor is 6M, and the Max number of winding is 10, for angle



change because of different height and number of winding, please consult our customer service department.

3. External dimension of this spiral conveyor (OD) is 1720mm; For transport direction Mode N, please refer

attached table and graphical representation.

4. Please specify the angle which can ensure the smooth lifting of goods to be transported, or specify the

material of goods to be transported which touch with the conveyor belt.

5. Please specify the volume as well as the direction of goods to be transported

6. Please specify dry & wet environment and temperature difference of the conveyors’ operating environment

7. Please specify the power supply voltage and current frequency

 Biggest Load Capacity

1. This spiral conveyor can be made from Carbon steel, stainless steel and other materials; it depends on the

conveyors’ operating environment. Carbon steel chains and Stainless steel chains are also available for

driving.

2. Max Load capacity of Carbon steel chains is 750KG, Max Load capacity of Stainless steel chains is 600KG,

please pay special attention to it.

3. Please specify Max load capacity and running speed of conveyor belt for us to match optimal motor for you; if

the running speed is adjustable, also please indicate it in advance for us to equip speed control system for

you.

4. Max running speed of this conveyor is 60M/min, automatic lubricating device is necessary to be installed if

the speed exceeds 30M/min.

app:ds:graphical
app:ds:representation


HS-2600B Technical Data Sheet



Pitch: 25mm

Minimum Width: 182mm

Open Area: 44%

Approved: FDA

Rod: Ø 4.9mm

Flight: No

Side Guard: No

Curve：No

Data

Belt Material

Belt Strength Temperature Belt Weight

Straight
Curve ℃ (min.) ℃ (max.) (Kg /M 2 )

Kg/M(BW) N/M(BW)

Polypropylene 1100 11000 -- 1 100 4.8

Polyethylene 1000 10000 -- -60 60 5.1

Acetal 1580 15800 -- -40 80 9.2

Nylon 1350 13500 -- 1 180 6.8

BW – Belt Width

Color Table

Polypropylene Polyethylene Acetal Nylon

W G N DB B W G N DB B W G N DB B W G N DB B

● ● ● ● ● ● ●

W-White, G-Gray, N-Nature, DB-Dark brown, B-Blue

Friction Table

Belt Material
Friction Wear strips & Products

UHMW HDPE Steel Glass SUS Plastic Cardboard Aluminum

Polypropylene 0.32 0.24 0.15 0.09 0.13 0.08 0.15 0.25

Polyethylene 0.13 0.11 0.26 0.19 0.31 0.16 0.21 0.41

Acetal 0.11 0.09 0.27 0.16 0.26 0.15 0.19 0.28

Nylon 0.18 0.13 0.25 0.16 0.26 0.16 0.19 0.27

SUS – Stainless Steel



Conveyor Frame Dimensions Unit : mm

No. Teeth A ( Min.) B ( Min.) C ( Max.) D ( Min.) T

9 32 47.5 30.5 250

11
11 40.25 55.75 38.75 250

13 48.5 64 47 250

15 56.5 72 55 250

Sprocket Dimensions Unit: mm

No. Teeth PD S D H K

9 75 30.5 -- 35 --

11 91.5 38.5/40.5 25.5 35 7X7

13 108 38.5/40.5 25.5 35 7X7

15 124 38.5/40.5 25.4/40.5 35 6.35X3.17



HS-2700D Technical Data Sheet



Pitch: 57.15mm

Minimum Width: 114.3mm

Open Area: 22.3%

Approved: FDA

Rod: Ø 8mm

Flight: No

Side Guard: No

Curve: No

Data

Belt Material

Belt Strength Temperature Belt Weight

Straight
Curve ℃ (min.) ℃ (max.) (Kg /M 2 )

Kg/M(BW) N/M(BW)

Polypropylene 1340 13400 -- 1 100 10.74

BW – Belt Width

Color Table

Polypropylene Polyethylene Acetal Nylon

W G N DB B W G N DB B W G N DB B W G N DB B

● ● ● ● ● ●

W-White, G-Gray, N-Nature, DB-Dark brown, B-Blue

Friction Table

Belt Material
Friction Wear strips & Products

UHMW HDPE Steel Glass SUS Plastic Cardboard Aluminum

Polypropylene 0.32 0.24 0.15 0.09 0.13 0.08 0.15 0.25

Polyethylene 0.13 0.11 0.26 0.19 0.31 0.16 0.21 0.41

Acetal 0.11 0.09 0.27 0.16 0.26 0.15 0.19 0.28

Nylon 0.18 0.13 0.25 0.16 0.26 0.16 0.19 0.27

SUS – Stainless Steel

Equivalent type with other Brand

Brand Name Intralox UNI Rexnord MCC Habasit KVP

Series & Type -- -- 5997 -- -- --

The above content is only for reference.





HS-8000A-RC Technical Data Sheet



G DB B G DB B G DB B G

Data

Belt Material

Belt Strength Temperature Belt Weight

Curve
℃ (min.) ℃ (max.) (Kg/ M2 )

Kg/M(BW) N/M(BW)

Polypropylene 3000 30000 1 100 7.7

Polyethylene 2000 20000 -60 60 7.9

Acetal 4000 40000 -40 80 11.6

Nylon 3000 30000 1 180 11

BW – Belt Width

Color Table

W N W N W N W N

W-White, G-Grey, N-Nature, DB-Dark Brown, B-Blue

Friction Table

Belt Material

Friction Wear Strip & Products

UHMW HDPE Steel Glass SUS Plastic Cardboard Aluminum

Polypropylene 0.32 0.24 0.15 0.09 0.13 0.08 0.15 0.25

Polyethylene 0.13 0.11 0.26 0.19 0.31 0.16 0.21 0.41

Acetal 0.11 0.09 0.27 0.16 0.26 0.15 0.19 0.28

Nylon 0.18 0.13 0.25 0.16 0.26 0.16 0.19 0.27

SUS – Stainless Steel

17
m
m

6m
m

Polypropylene Polyethylene Acetal Nylon

DB B

● ● ● ● ● ●
6m

m



Conveyor Frame Dimensions unit: mm
No. Teeth D ( Min.) E ( Min.) G T1-T2

12 200 40 4.2º 14-17

Sprocket Dimensions unit: mm
Belt Width Sprocket No. PD S B C H

200
1 77

50

30

10 50

2 84.4 30

400
3 91.7 30

4 99.1 30

600
5 106.4 30

6 113.8 30

800
7 121.1 30

8 128.4 30

1000
9 135.8 30

10 143.1 30



Installation of Sprocket

Please install the sprocket according to the graphical representation.

HS-8000 Flat Top Radius Modular Conveyor Belt

HS-8000 flat top radius modular conveyor belt is a brand new products designed for
logistic industry by Hongsbelt. The minimum inside turning radius is 1000mm which
would not change if the belt width change.With the minimum inside turning radius of
1000mm, the belt width could be100mm,200mm,300mm,400mm,500mm to the
largest belt width 1600mm.

Driving Mode of HS-8000

For turning conveyors installed with traditional PVC conveyor belt, the belt is fixed
with unstable bearing parts, so the lift time of it is very short and the structure of the
conveying machine is large; At the same time, the belt is drive by smooth roller, so it is
easy to slip, which causes the low tension force and usually affects the production.

HS-8000 Radius Modular Conveyor Belt is designed with module structure, and is drive
by sprockets, which solve the slip of belt and ensure the belt in most stable condition
in operation.

The bore of HS-8000 sprocket is 50.2mm hexagon, it can be matched with 50mm
standard hexagonal shaft, so it is easy to get and process the rawmaterial, more
importantly, this design solves the chordal action of quadrilateral shaft and brings
more stable operation.

Advantages of HS-8000

HS-8000 Radius Modular Conveyor Belt is stable in operation, and because of its fixed
structure design, straight sections are not needed in driving end, which save the
manufacturing cost and the space of conveying system.



Guide Rail & Wear Strips

We have different kinds of guide rail and wear strips for your choice;

for more information, please consult our sales team.

Type E 180°

BW

L R

H



HS-F1000-58RR Technical Data Sheet



Pitch: 25.4mm

Minimum Width: 58mm

Open Area: 42%

Approved: FDA

Rod: Ø 4.5mm

Flight: No

Side Guard: No

Curve: No

Data

Belt Material

Belt Strength Temperature Belt Weight

Straight
Curve ℃ (min.) ℃ (max.) (K g / M )

Kg/M(BW) N/M(BW)

Acetal 2200 22000 -- -40 80 0.49

BW – Belt Width

Color Table

Polypropylene Polyethylene Acetal Nylon

W G N DB B W G N DB B W G N DB B W G N DB B

● ●

W-White, G-Gray, N-Nature, DB-Dark brown, B-Blue

Friction Table

Belt Material
Friction Wear strips & Products

UHMW HDPE Steel Glass SUS Plastic Cardboard Aluminum

Polypropylene 0.32 0.24 0.15 0.09 0.13 0.08 0.15 0.25

Polyethylene 0.13 0.11 0.26 0.19 0.31 0.16 0.21 0.41

Acetal 0.11 0.09 0.27 0.16 0.26 0.15 0.19 0.28

Nylon 0.18 0.13 0.25 0.16 0.26 0.16 0.19 0.27

SUS – Stainless Steel

Equivalent type with other Brand

Brand Name Intralox UNI Rexnord MCC Habasit KVP

Series & Type 400

The above content is only for reference.



Conveyor Frame Dimensions Unit : mm

No. Teeth A ( Min.) B ( Min.) C ( Max.) D ( Min.) T T1

12 49 40 53 200 8.6 5.6

Sprocket Dimensions Unit: mm

No. Teeth PD S D H K

12-2R 98 38.5/40.5 -- 20 --

18-2R 146 60.8 30.5/40.5/50.5 20 8*8

20-2R 162 40.5/60.5 50.5 20 14*9
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